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GAMS Sfera IP Cameras 
 
 
 

Code Model Description Price €

TBI2025B TB232LCHA221-I/L Vandal proof Starlight 120dB WDR Day & Night Bullet 2.0 Megapixel IP 
camera with leds • Onvif S/G/T • Triple stream • Videoanalysis (AI) 
(Motion D./Intrusion [object and Human]/Tampering (Darkening and Scene Change 
detection)/Cross Line/Audio Detection/Enter-Leave Area/People Counting/People 
Crowd Density/Face Detection) • 2.7~13.5mm motorized autofocus lens • 
0,0005 lux on color mode • Smart IR • Defog • Micro SD/SDHC/SDXC card 
support • 50m IR range • corridor mode • 10/100M Base-TX Ethernet port • 4 
Privacy Zones • 8 ROIs • audio 1in/1out • alarm 1in/1out • IP67 IK10 cast 
aluminium housing • -30°C~60°C operating temperature range • 12Vdc or PoE 
(IEEE802.3af) power supply • 8.5W max power consumption. 

558,00

 

TBI2040B TB232LDHA421-I/L Same features of TB232LCHA221-I/L model, but 4.0 Megapixel resolution and 
0,002 lux on color mode. 

690,00

 
TBI2050B TB232LEHA521-I/L Same features of TB232LCHA221-I/L model, but 5.0 Megapixel resolution and 

0,002 lux on color mode. 
820,00

 
TBI2060B TB232LCHA721-I/L Same features of TB232LCHA221-I/L model, but 8.0 Megapixel resolution, 

0,003 lux on color mode and 2.8~12.0mm motorized autofocus lens. 
940,00

 

TBI2010B TB233E221-I/L Vandal proof 120dB WDR Day & Night Bullet 2.0 Megapixel IP camera with 
leds • Onvif S/G/T • Dual Stream • Smart functions (Motion D./ 
Intrusion/Cross Line/Tampering (Darkening)/Audio detection/Face detection) • 
2.8~12mm motorized autofocus lens • 0,005 lux on color mode • Smart 
IR • Defog • Micro SD/SDHC/SDXC card support • 50m IR range • corridor 
mode • 10/100M Base-TX Ethernet port • 4 Privacy Zones • 8 ROIs • audio 
1in/1out • built-in microphone • alarm 1in/1out • IP67 cast aluminium housing • 
-30°C~60°C operating temperature range • 12Vdc or PoE (IEEE802.3af) power 
supply • 8.5W max power consumption. 

446,00

 

TBI2030B TB233D421-I/L Same features of TB233E221-I/L model, but 4.0 Megapixel resolution and 
0,003 lux on color mode. 

490,00

 
TBI2035C TB233ESA521-I/L Vandal proof 120dB WDR Day & Night Bullet 5.0 Megapixel IP camera with 

leds • Onvif S/G/T • Dual Stream • Videoanalysis (AI) (UMD Motion 
D./Intrusion [object and Human]/Tampering (Darkening and Scene Change 
detection)Audio Detection • 2.8~12mm motorized autofocus lens • 0,001 
lux on color mode • Smart IR • Defog • Micro SD/SDHC/SDXC card support • 
50m IR range • corridor mode • 10/100M Base-TX Ethernet port • 4 Privacy 
Zones • 8 ROIs • built-in microphone • IP67 cast aluminium housing • -
30°C~60°C operating temperature range • 12Vdc or PoE (IEEE802.3af) power 
supply • 9.6W max power consumption. 

546,00

 

TBI4200 TB2242CH44-I/W DualSensor Panoramic Vandal proof Starlight FullColor 120dB WDR Day 
& Night 2x4.0 Megapixel IP Bullet camera with White Light Leds • 
horizontal aperture 160° in one image • Onvif S/G/T • Dual stream • 
Smart Functions (Motion D./Intrusion [discriminates Human]/Tampering 
(Darkening and Scene Change detection)/Audio detection/Enter-Leave area) • 
2x4.0mm fixed lenses • 0,0005 lux on color mode • Defog • Micro 
SD/SDHC/SDXC card support • 30m Leds range • 10/100M Base-TX Ethernet 
port • 4 Privacy Zones • 8 ROIs • 2 built-in microphones • audible alarm • 
audio and alarm 1in/1out • IP67 IK10 cast aluminium housing • -30°C~60°C 
operating temperature range • 12Vdc or PoE (IEEE802.3af) power supply • 
6.5W max power consumption. 

624,00
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Code Model Description Price €

TBI2300 TB231CHA24-I/L Starlight 120dB WDR Day & Night Bullet 2.0 Megapixel IP camera with 
leds • Onvif S/G/T • Triple stream • Videoanalysis (AI) (Motion D./ 
Intrusion [object and Human]/Tampering (Darkening and Scene Change 
detection)/Cross Line /Audio detection/Enter-Leave Area/People Counting/ 
People Crowd Density/Face Detection) • 4.0mm fixed lens • 0,001 lux on 
color mode • Smart IR • Defog • Micro SD/SDHC/SDXC card support • 80m 
IR range • corridor mode • 10/100M Base-TX Ethernet port • 4 Privacy 
Zones • 8 ROIs • audio 1in/1out • built-in microphone • alarm 1in/1out • 
IP67 cast aluminium housing • -30°C~60°C operating temperature range • 
12Vdc or PoE (IEEE802.3af) power supply • 7.0W max power consumption. 

380,00

 

TBI2320 TB231EHA54-I/L Same features of TB231EA54-I/L model, but 5.0 Megapixel resolution and 
0,003 lux on color mode. 

494,00

 

TBI2110B TB212CHA22-I/L Starlight 120dB WDR Day & Night Bullet 2.0 Megapixel IP camera with 
leds • Onvif S/G/T • Triple stream • Videoanalysis (AI) (Motion 
D./Intrusion [object and Human]/ Tampering (Darkening and Scene Change 
detection)/Cross Line/Audio detection/ Enter-Leave Area/People Counting/ 
People Crowd Density/Face Detection)) • 2.8mm fixed lens • 0,001 lux on 
color mode • Smart IR • Defog • Micro SD/SDHC/SDXC card support • 40m 
IR range • corridor mode • 10/100M Base-TX Ethernet port • 4 Privacy Zones • 
8 ROIs • audio 1in/1out • IP67 cast aluminium housing • -30°C~60°C 
operating temperature range • 12Vdc or PoE (IEEE802.3af) power supply • 
6.0W max power consumption. 

318,00

 

TBI2120B TB212DHA42-I/L Same features of TB212CHA22-I/L model, but 4.0 Megapixel resolution and 
0,003 lux on color mode. 

402,00

 
TBI2130B TB212EHA52-I/L Same features of TB212CHA22-I/L model, but 5.0 Megapixel resolution and 

0,003 lux on color mode. 
436,00

 

TBI3100B TBEN212E22-I/L 120dB WDR Day & Night Bullet 2.0 Megapixel IP camera with leds • Onvif 
S/G/T • Dual Stream • Videoanalysis (UMD Motion D./Intrusion [object and 

Human]/Tampering (Darkening and Scene Change detection)Audio Detection • 
2.8mm fixed lens • 0,01 lux on color mode • Smart IR • Defog • Micro 
SD/SDHC/SDXC card support • 30m IR range • corridor mode • 10/100M 
Base-TX Ethernet port • 4 Privacy Zones • 8 ROIs • audio 1in/1out • IP67 cast 
aluminium housing • -30°C~60°C operating temperature range • 12Vdc or PoE 
(IEEE802.3af) power supply • 7.0W max power consumption. 

198,00

 

TBI3110B TBEN212D42-I/L 120dB WDR Day & Night Bullet 4.0 Megapixel IP camera with leds • Onvif 
S/G/T • Dual Stream • Smart functions (Motion D./Intrusion/Cross 
Line/Tampering (Darkening and Scene Change detection)/Audio detection • 2.8mm 
fixed lens • 0,003 lux on color mode • Smart IR • Defog • Micro 
SD/SDHC/SDXC card support • 50m IR range • corridor mode • 10/100M 
Base-TX Ethernet port • 4 Privacy Zones • 8 ROIs • audio 1in/1out • IP67 cast 
aluminium housing • -30°C~60°C operating temperature range • 12Vdc or PoE 
(IEEE802.3af) power supply • 7.0W max power consumption. 

262,00
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TDI2035B TD323LCHA221-I/L Vandal proof Starlight 120dB WDR Day & Night Minidome 2.0 Megapixel IP 
camera with leds • Onvif S/G/T • Triple stream • Videoanalysis (AI) 
(Motion D./Intrusion [object and Human]/Tampering (Darkening and Scene Change 
Detection)/Cross Line/Audio Detection/Enter-Leave Area/People Counting/People 
Crowd Density/Face Detection) • 2.7~13.5mm motorized autofocus lens • 
0,0005 lux on color mode • Smart IR • Defog • Micro SD/SDHC/SDXC card 
support • 40m IR range • corridor mode • 10/100M Base-TX Ethernet port • 4 
Privacy Zones • 8 ROIs • audio 1in/1out • alarm 1in/1out • built-in microphone • 
IP67 IK10 cast aluminium housing • -30°C~60°C operating temperature range • 
12Vdc or PoE (IEEE802.3af) power supply • 7.0W max power consumption. 

558,00

 

TDI2040B TD323LDHA421-I/L Same features of TD323LCHA221-I/L model, but 4.0 Megapixel resolution 
and 0,002 lux on color mode. 

690,00

 
TDI2045B TD323LEHA721-I/L Same features of TD323LCHA221-I/L model, but 5.0 Megapixel resolution 

and 0,003 lux on color mode. 
820,00

 
TDI2060B TD323LCHA721-I/L Same features of TD323LCHA221-I/L model, but 8.0 Megapixel resolution • 

0,003 lux on color mode and 2.8~12.0mm motorized autofocus lens • 
9.0W max power consumption.. 

940,00

 

TDI3030C TDE353LD421-I/L Vandal proof 120dB WDR Day & Night Minidome 4.0 Megapixel IP camera 
with leds • Onvif S/G/T • Triple stream • Videoanalysis (AI) (UMD Motion 
D./Intrusion [object and Human]/Tampering (Darkening and Scene Change 
Detection)/ Cross Line/Audio Detection • 2.8~12.0mm motorized 
autofocus lens • 0,003 lux on color mode • Smart IR • Defog • Micro 
SD/SDHC/SDXC card support • 40m IR range • corridor mode • 10/100M 
Base-TX Ethernet port • 4 Privacy Zones • 8 ROIs • built-in microphone • 
audio 1in/1out • alarm 1in/1out • built-in microphone • 3-Axis • IP67 IK10 
cast aluminium housing • -30°C~60°C operating temperature range • 12Vdc 
or PoE (IEEE802.3af) power supply • 7.5W max power consumption. 

478,00

 

TDI3040C TDE353LE521-I/L Vandal proof 120dB WDR Day & Night Minidome 5.0 Megapixel IP camera 
with leds • Onvif S/G/T • Triple stream • Videoanalysis (AI) (UMD Motion 
D./Intrusion [object and Human]/Tampering (Darkening and Scene Change 
Detection)/ Cross Line/Audio Detection • 2.8~12.0mm motorized 
autofocus lens • 0,001 lux on color mode • Smart IR • Defog • Micro 
SD/SDHC/SDXC card support • 40m IR range • corridor mode • 10/100M 
Base-TX Ethernet port • 4 Privacy Zones • 8 ROIs • built-in microphone • 
audio 1in/1out • alarm 1in/1out • built-in microphone • 3-Axis • IP67 IK10 
cast aluminium housing • -30°C~60°C operating temperature range • 12Vdc 
or PoE (IEEE802.3af) power supply • 7.5W max power consumption. 

492,00

 
  

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 



32

GAMS Sfera IP Cameras 
 
 
 

Code Model Description Price €

TDI2200 TD363LC221-I/L 120dB WDR Day & Night Minidome 2.0 Megapixel IP camera with leds and 
IR cut filter • Onvif S/G/T • Triple stream • Smart functions (Motion D./ 
Intrusion/Cross Line/Tampering (Darkening and Scene Change detection)/Audio 
detection/Face detection/People counting) • 2.8~12mm motorized 
autofocus lens • 0,01 lux F=1.4 on color mode • Smart IR • Defog • Micro 
SD/SDHC card support • 30m IR range • corridor mode • 10/100M Base-TX 
Ethernet port • 8 privacy zones • 8 ROIs • PAL video output • built-in 
microphone • IP67 cast aluminium housing • -40°C~60°C operating 
temperature range • 12Vdc or PoE (IEEE802.3af) power supply • 8,8W max 
power consumption. 

429,00

 

TDI2220B TD363LCHA221-I/L Vandal proof Starlight 120dB WDR Day & Night Turret Minidome 2.0 
Megapixel IP camera with leds • Onvif S/G/T • Triple stream • 
Videoanalysis (AI) (Motion D./Intrusion [object and Human]/Tampering 
(Darkening and Scene Change Detection)/Cross Line/Audio Detection/Enter-Leave 
Area/Face Detection)) • 2.7~13.5mm motorized autofocus lens • 0,0005 
lux on color mode • Smart IR • Defog • Micro SD/SDHC/SDXC card support • 
40m IR range • corridor mode • 10/100M Base-TX Ethernet port • 4 Privacy 
Zones • 8 ROIs • audio 1in/1out • built-in microphone • IP67 IK10 cast 
aluminium housing • -30°C~60°C operating temperature range • 12Vdc or PoE 
(IEEE802.3af) power supply • 7.0W max power consumption. 

546,00

 

TDI2210B TD363LDHA421-I/L Same features of TD363LCHA221-I/L model, but 4.0 Megapixel resolution 
and 0,002 lux on color mode. 

676,00

 
TDI2230B TD363LEHA521-I/L Same features of TD363LCHA221-I/L model, but 5.0 Megapixel resolution 

and 0,002 lux on color mode. 
804,00

 

TDI2110B TD361CHA22-I/L Starlight 120dB WDR Day & Night Turret Minidome 2.0 Megapixel IP 
camera with leds • Onvif S/T • Triple stream • Videoanalysis (Motion 
D./Intrusion [object and Human]/Tampering (Darkening and Scene Change 
Detection)/Cross Line/Audio Detection/Enter-Leave Area/Face Detection) • 
2.8mm fixed lens • 0,001 lux on color mode • Smart IR • Defog • Micro 
SD/SDHC/SDXC card support • 30m IR range • corridor mode • 10/100M 
Base-TX Ethernet port • 4 Privacy Zones • 8 ROIs • audio 1in/1out • built-in 
microphone • IP67 cast aluminium housing • -30°C~60°C operating 
temperature range • 12Vdc or PoE (IEEE802.3af) power supply • 5.0W max 
power consumption. 

320,00

 

TDI2125B TD361DHA42-I/L Same features of TD361LCHA221-I/L model, but 4.0 Megapixel resolution 
and 0,003 lux on color mode. 

424,00

 
TDI2130B TD361EHA52-I/L Same features of TD361LCHA221-I/L model, but 5.0 Megapixel resolution 

and 0,003 lux on color mode. 
472,00

 

TDI3100B TDEN361E22-I/L 120dB WDR Day & Night Turret Minidome 2.0 Megapixel IP camera with leds • 
Onvif S/G/T • Dual Stream • Smart functions (Motion D./Intrusion/Cross 
Line/Tampering (Darkening and Scene Change detection)/Audio Detection • 2.8mm 
fixed lens • 0,01 lux on color mode • Smart IR • Defog • Micro 
SD/SDHC/SDXC card support • 30m IR range • corridor mode • 10/100M 
Base-TX Ethernet port • 4 Privacy Zones • 8 ROIs • built-in microphone • IP67 
cast aluminium housing • -30°C~60°C operating temperature range • 12Vdc or 
PoE (IEEE802.3af) power supply • 7.0W max power consumption. 

216,00

 

TDI3110B TDEN361D42-I/L Same features of TDEN361E22-I/L model, but 4.0 Megapixel resolution and 
0,003 lux on color mode • 6.0W max power consumption. 

282,00 
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Codice Modello Descrizione Prezzo €

TDI2160 TD322C22-I/L Vandal proof D-WDR Day & Night compact Minidome 5.0 Megapixel IP 
camera with leds • Onvif S/G/T • Triple stream • Smart functions (Motion 
D./Intrusion/Cross Line/Tampering/Blind/Audio Detection/Face Detection/ 
People Counting) • 2.8mm fixed lens • 0,05 lux on color mode • Smart IR • 
Defog • Micro SD/SDHC/SDXC card support • 30m IR range • corridor mode • 
10/100M Base-TX Ethernet port • 8 privacy zones • 8 ROIs • IP67 IK10 cast 
aluminium housing • 2-Axis • -35°C~60°C operating temperature range • 
12Vdc or PoE (IEEE802.3af) power supply • 4.0W max power consumption. 

174,00

 

TDI3200B TDEN322E22-I/L 120dB WDR Day & Night compact Minidome 2.0 Megapixel IP camera with 
leds • Onvif S/T • Triple stream • Smart functions (Motion 
D./Intrusion/Cross Line/Tampering (Darkening and Scene Change detection)/Audio 
Detection) • 2.8mm fixed lens • 0,01 lux on color mode • Smart IR • Micro 
SD/SDHC/SDXC card support • 30m IR range • corridor mode • 10/100M Base-
TX Ethernet port • 4 Privacy Zones • 8 ROIs • IP67 IK10 cast aluminium 
housing • 3-Axis • -30°C~60°C operating temperature range • 12Vdc or PoE 
(IEEE802.3af) power supply • 5.0W max power consumption. 

216,00

 
TDI3210B TDEN322D42-I/L Same features of TDEN322E22-I/L model, but 4.0 Megapixel resolution and 

0,003 lux on color mode • 5.5W max power consumption. 
282,00 

 
TDI2180B TD312CHA22-I/L Starlight 120dB WDR Day & Night compact Minidome 2.0 Megapixel IP 

camera with leds • Onvif S/G/T • Triple stream • Videoanalysis (Motion 
D./Intrusion [object and Human]/Tampering (Darkening and Scene Change 
detection)/Cross Line/Audio Detection/Enter-Leave Area/Face Detection) • 
2.8mm fixed lens • 0,001 lux on color mode • Smart IR • Defog • Micro 
SD/SDHC/SDXC card support • 30m IR range • corridor mode • 10/100M 
Base-TX Ethernet port • 4 Privacy Zones • 8 ROIs • audio 1in/1out • built-in 
microphone • IP67 IK10 cast aluminium housing • 3-Axis • -30°C~60°C 
operating temperature range • 12Vdc or PoE (IEEE802.3af) power supply • 
6.0W max power consumption. 

338,00
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Codice Modello Descrizione Prezzo €

TBI4200 TB2242CH44-I/W DualSensor Panoramic Vandal proof Starlight FullColor 120dB WDR Day 
& Night 2x4.0 Megapixel IP Bullet camera with White Light Leds • horizontal 
aperture 160° in one image • Onvif S/G/T • Dual stream • Smart 
Functions (Motion D./ Intrusion [discriminates Human]/Tampering (Darkening and 
Scene Change detection)/ Audio detection/Enter-Leave area) • 2x4.0mm fixed 
lenses • 0,0005 lux on color mode • Defog • Micro SD/SDHC/SDXC card 
support • 30m Leds range • 10/100M Base-TX Ethernet port • 4 Privacy Zones • 
8 ROIs • 2 built-in microphones • audible alarm • audio and alarm 1in/1out • 
IP67 IK10 cast aluminium housing • -30°C~60°C operating temperature range • 
12Vdc or PoE (IEEE802.3af) power supply • 6.5W max power consumption. 

624,00

 

TBI4000 TB212EHA52-I/WL Starlight FullColor 120dB WDR Day & Night Bullet 5.0 Megapixel IP 
camera with both IR and white light Leds • Infrared/White and Led/DualLight 
operating mode • alarm audio messages standard from video analysis or 
customized • Onvif S/G/T • Triple stream • Videoanalysis (Motion 
D./Intrusion [object and Human]/ Tampering (Darkening and Scene Change 
detection)/Cross Line/Audio Detection/ Enter-Leave area/Face Detection) • 
2.8mm fixed lens • 0,003 lux on color mode • Smart IR • Defog • Micro 
SD/SDHC/SDXC card support • 30m Leds range • corridor mode • 10/100M 
Base-TX Ethernet port • 4 Privacy Zones • 8 ROIs • built-in speaker and 
microphone • IP67 cast aluminium housing • -30°C~60°C operating 
temperature range • 12Vdc or PoE (IEEE802.3af) power supply • 11.5W max 
power consumption. 

512,00

 

TBI4020 TB212EHA82-I/WL Same features of TB212EHA52-I/WL model, but 8.0 Megapixel • 0,01 lux on 
color mode. 

542,00

 
TBI4100 TB222HHA54-I/W  Starlight FullColor 120dB WDR Day & Night Turret Minidome 5.0 

Megapixel IP camera with white light Leds • alarm audio messages standard 
from video analysis or customized • Onvif S/G/T • Triple stream • 
Videoanalysis (Motion D./ Intrusion [object and Human]/Tampering (Darkening and 
Scene Change detection)/Cross Line/Audio Detection/Enter-Leave area/Face 
Detection) • 4.0mm fixed lens • 0,003 lux on color mode • Smart IR • 
Defog • Micro SD/SDHC/SDXC card support • 30m Leds range • corridor mode • 
10/100M Base-TX Ethernet port • 4 Privacy Zones • 8 ROIs • IP67 cast 
aluminium housing • -30°C~60°C operating temperature range • 12Vdc or PoE 
(IEEE802.3af) power supply • 9.0W max power consumption. 

536,00

 

TDI4000 TD361EHA52-I/WL Starlight FullColor 120dB WDR Day & Night Turret Minidome 5.0 
Megapixel IP camera with both IR and white light Leds • Infrared/White and 
Led/DualLight operating mode • alarm audio messages standard from video 
analysis or customized • Onvif S/G/T • Triple stream • Videoanalysis 
(Motion D./Intrusion [object and Human]/ Tampering (Darkening and Scene Change 
detection)/Cross Line/Audio Detection/ Enter-Leave area/Face Detection) • 
2.8mm fixed lens • 0,003 lux on color mode • Smart IR • Defog • Micro 
SD/SDHC/SDXC card support • 30m Leds range • corridor mode • 10/100M 
Base-TX Ethernet port • 4 Privacy Zones • 8 ROIs • built-in speaker and 
microphone • IP67 cast aluminium housing • -30°C~60°C operating 
temperature range • 12Vdc or PoE (IEEE802.3af) power supply • 11.5W max 
power consumption. 

534,00

 

TDI4020 TD361EHA82-I/WL Same features of TD361EHA42-I/WL model, but 8.0 Megapixel • 0,01 lux on 
color mode. 

564,00

 
The new ColorHunter Day & Night xxxx-I/WL series cameras built-in both IR and white light LEDs, with 3 operating modes 
depending on the models: 

Infrared: At night the image switches to b/w: in case of alarm the white LEDs blink and the image remains b/w 
 
White led: At night the image always remains in color with the white LEDs always on: in case of alarm the LEDs don’t flash 
 
Dual Light: At night the image switches to b/w: in case of alarm the white LEDs light up and the image switches to color 
The cameras integrate a microphone and a speaker. When the on-board AI Videoanalysis generates an alarm, the camera can 
activate a predefined audio message from those available in the playlist, or a preloaded customizable message. 
The new ColorHunter Day & Night Series xxxx-I/W cameras integrate only white light LEDs. 
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TBI1000W TWB212C22-I/L Day & Night WiFi Bullet 2.0 Megapixel IP camera with leds • Onvif S/G/T • 
2.4GHz~2.4835GHz frequency range • Wireless IEEE802.11b/g/n standard • 
Triple stream • 2.8mm fixed lens • 0,02 lux on color mode • Smart IR • 
Micro SD/SDHC/SDXC card support • 30m IR range • 10/100M Base-TX 
Ethernet port • 4 Privacy Zones • 2 ROIs • audio • IP67 cast aluminium and 
plastic housing • -30°C~60°C operating temperature range • 12Vdc/5.5W max 
power consumption. 

246,00

 

TBI1010W TWB212C24-I/L Same features of TWB212C22-I/L model, but 4.0mm fixed lens 246,00
 

TDI1000W TWD322C22-I/L Day & Night WiFi compact Minidome 2.0 Megapixel camera with leds • Onvif 
S/G/T • 2.4GHz~2.4835GHz frequency range • Wireless IEEE802.11b/g/n 
standard • Triple stream • 4.0mm fixed lens • 0,02 lux on color mode • 
Smart IR • Micro SD/SDHC/SDXC card support • 30m IR range • 10/100M 
Base-TX Ethernet port • 4 Privacy Zones • 2 ROIs • audio • IP67 cast 
aluminium and plastic housing • -30°C~60°C operating temperature range • 
12Vdc/5.5W max power consumption. 

246,00
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TA1030 JB07 Alluminium junction box for TB232, TB222, TB212, TB268, TB2242 and 
SD631 mini speed dome series • compatible with PM06 pole mounting 
bracket • dimensions (LxHxD) 126x125x55mm. 

76,00

 

TA1035 JB05 Alluminium junction box for TB212 (except white light models) and 
TBEN212 bullet cameras (except TBEN212D42-I/L) • compatible with 
PM06A pole mounting bracket • dimensions (LxHxD) 93x93x39mm. 

63,00

 

TA1035B JB05B Alluminium junction box for TBEN212D42-I/L bullet Sfera cameras, TB212 
(white light models only), TB231 and TB233 series • compatible with PM06A 
pole mounting bracket • dimensions (∅xH) 104.4x54.5mm. 

76,00

 

TA1040 PM06 Pole mount for wall bracket WMB04, WMJB04, WMJB03, WMB03-B, WMJB03-C, 
junction box JB07 and X511B-W • pole diameter 67~127mm • dimensions 
(LxHxP) 127x136x62.4mm. 

63,00

 

TA1050 PM06A Pole mount for TB232, TB233, TB268, TB222, TB212, TBEN212 (except 
TBEN212D42-I/L) bullet Sfera series, mini speed dome SD631, junction box 
JB05 and JB05B • pole diameter 67~127mm • dimensions (LxHxP) 
99x90x38mm. 

45,00
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TA1100 WMB04 Outdoor wall mounting bracket for TD323 minidome cameras • compatible 
with PM06 pole mounting bracket. 

55,00

 

TA1110 WMJB04 Outdoor wall mounting bracket with junction box for TD323 minidome 
cameras • compatible with PM06 pole mounting bracket. 

107,00

 

TA1120 WMB03 Outdoor wall mounting bracket for TD361, TD363, TD322, TDEN322, TD312, 
TDEN361, TDEN353 and minidome cameras and for SD641 mini speed dome • 
compatible with PM06 pole mounting bracket. 

72,00

 

TA1130 WMJB03 Outdoor wall mounting bracket with junction box for TD361, TD363, TD322, 
TDEN322, TD312, TDEN361, TDEN353 and minidome cameras and for SD641 
mini speed dome • compatible with PM06 pole mounting bracket. 

110,00

 

TA1140 WMJB03-C Outdoor wall mounting bracket with junction box for TDEN361, TD322, 
TD312 and TD361 minidome cameras • compatible with PM06 pole mounting 
bracket. 

113,00
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TA1000 JB04 Alluminium junction box for TD323 minidome cameras • compatible with 
CPM24 pendant mounting bracket • dimensions (∅xH) 145x40mm. 

56,00

 

TA1005 JB03-I Alluminium junction box for TDEN361 minidome cameras • compatible with 
CPM24 pendant mounting bracket • dimensions (∅xH) 117,8x36mm. 

52,00

 

TA1010 JB03 Alluminium junction box for TD363, TDEN353 minidome cameras and for 
SD641 mini speed dome • compatible with CPM24 pendant mounting bracket • 
dimensions (∅xH) 126x36mm. 

52,00

 

TA1015 JB03-D Alluminium junction box for TD361, TD312, TD322 and TDEN322 minidome 
cameras • compatible with CPM24 pendant mounting bracket • dimensions 
(∅xH) 108,6x36mm. 

44,00

 

TA1150 CM04 In-ceiling mounting bracket for TD323 minidome cameras 83,00
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Accessories for GAMS Sfera IP Cameras 
 
 
 

Code Model Description Price €

TA1300 CPM24 Pendant mounting bracket minidome cameras, ceiling base included • 
compatible with junction boxes JB03, JB03-I, JB03-D and JB04 • dimensions 
(∅xH) 110x223,5mm. 

42,00

 

TA1310 CPM24-T22 Extension joint L=22cm for CPM24 bracket 24,00

 

TA1320 CPM24-T52 Extension joint L=52cm for CPM24 bracket 42,00
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GAMS Sfera IP Cameras 
 
 
 

Code Model Description Price €

SDI2550B SD631CH204-I/L Outdoor WDR 120dB Day & Night Starlight 2.0 Megapixel 4X Mini speed 
dome IP camera with leds • Onvif S/G/T • Triple Stream • 2.8~12mm 
optical zoom • 0,001 lux on color mode • Smart IR • 50m IR range • 
10/100M Base-TX Ethernet port • 8 privacy zones • 8 ROIs • 256 presets • 
built-in microphone and speaker • rotation angle H/V 0~345°/0~90° • speed 
H/V 0.1°~50°/sec. ► 0.1°~40°/sec. • dimensions (∅xH) 133x284,5mm • 
12Vdc/16W or PoE+ power supply. 

608,00

 

TA1030 JB07 Alluminium junction box for TB232, TB222, TB212, TB268, TB2242 and 
SD631 mini speed dome series • compatible with PM06 pole mounting 
bracket • dimensions (LxHxD) 126x125x55mm. 

76,00

 

TA1040 PM06 Pole mount for wall bracket WMB04, WMJB04, WMJB03, WMB03-B, WMJB03-C, 
junction box JB07 and X511B-W • pole diameter 67~127mm • dimensions 
(LxHxP) 127x136x62.4mm. 

63,00

 

TA1050 PM06A Pole mount for TB232, TB233, TB268, TB222, TB212, TBEN212 (except 
TBEN212D42-I/L) bullet Sfera series, mini speed dome SD631, junction box 
JB05 and JB05B • pole diameter 67~127mm • dimensions (LxHxP) 
99x90x38mm. 

45,00
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GAMS Sfera IP Cameras 
 
 

 

Code Model Description Price €

SDI2010 SD622C220-I/L 120dB WDR Day & Night 20X 2.0 Megapixel Speed dome IP camera with 
auto-adaptive IR led array (up to 150m) • mounting brackets not included • 
Onvif S/G/T • Triple stream • Autotracking • Smart functions (Motion 
D./Intrusion/Cross Line/Tampering/Blind/Audio detection/Face 
detection/People counting) • 5.2~104mm optical zoom • 0,01 lux F=1.6 on 
color mode •  Smart IR • Defog • Micro SD/SDHC/SDXC card support • 
10/100M Base-T Ethernet port • 24 privacy zones • 8 ROIs • audio 1in/1out • 
alarm 1in/1out • Pan/Tilt range 360°/-15°~90° (auto reverse) • 1024 presets • 
IP66 aluminium housing • -40°C~65°C operating temperature range • 24Vac 
or Ultra PoE (with DN95104 PSE) power supply • 42W max power 
consumption. 

1.790,00

 

SDI2310B SD661CH233-I/L Starlight 120dB WDR Day & Night 33X 2.0 Megapixel Speed dome IP 
camera with auto-adaptive IR led array (up to 150m) • mounting brackets 
not included • Onvif S/G/T • Autotracking • Triple stream • Videoanalysis 
(AI) (Motion D./Intrusion [object and Human]/Tampering [Lens covered]/Cross 
Line/Audio Detection/Enter-Leave area) • 4.5~148.5mm optical zoom • 
0,001 lux on color mode •  Smart IR • Defog • Micro SD/SDHC/SDXC card 
support • 10/100M Base-TX Ethernet port • 24 privacy zones • 8 ROIs • audio 
1in/1out • alarm 2in/1out • RS485 port • 1024 presets • IP66 aluminium and 
plastic housing • -40°C~65°C operating temperature range • 12Vdc power 
supply or PoE+ • 25W max power consumption. 

2.348,00

 

SDI2200B SD665CHA233-I/L2 Starlight 120dB WDR Day & Night 33X 2.0 Megapixel Speed dome IP 
camera with Led and Laser IR (up to 500m) • mounting brackets not 
included • Onvif S/G/T • Autotracking • Five stream • Videoanalysis (AI) 
(Motion D./Intrusion [object and Human]/ Tampering [Lens covered]/Cross 
Line/Audio Detection/Enter-Leave area) • 4.5~148.5mm optical zoom • 
0,001 on color mode • Smart IR • Micro SD/SDHC/SDXC card support • 
10/100M Base-T Ethernet port • 24 privacy zones • 8 ROIs • audio 1in/1out • 
alarm 2in/1out • RS485 port • 1024 presets • IP66 IK10 aluminium housing • 
-40°C~65°C operating temperature range • 24Vdc/ac power supply or PoE+ 
Ultra • 53W max power consumption. 

5.976,00

 

SDI2420 SD642CHA425-I/L Starlight 120dB WDR Day & Night 25X 4.0 Megapixel Speed dome IP 
camera with auto-adaptive IR led array (up to 100m) • mounting brackets 
not included • Onvif S/G/T • Autotracking • Triple stream • Videoanalysis 
(AI) (Motion D./Intrusion [object and Human]/Tampering [Lens covered]/Cross 
Line/Audio Detection/Enter-Leave area Counting/People Flow Counting/Face 
Detection) • 4.8~120.0mm optical zoom • 0,003 lux on color mode •  
Smart IR • Defog • Micro SD/SDHC/SDXC card support • 10/100M Base-TX 
Ethernet port • 24 privacy zones • 8 ROIs • audio 1in/1out • alarm 2in/1out • 
RS485 port • 1024 presets • IP67 IK10 aluminium and plastic housing • -
40°C~65°C operating temperature range • 12Vdc power supply or PoE+ • 21W 
max power consumption. 

1.728,00
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GAMS Sfera IP Cameras 
 
 

 

Code Model Description Price €

SDI2400B SD662CHA433-I/L Starlight 120dB WDR Day & Night 33X 4.0 Megapixel Speed dome IP 
camera with auto-adaptive IR led array (up to 150m) • mounting brackets 
not included • Onvif S/G/T • Autotracking • Triple stream • Videoanalysis 
(AI) (Motion D./Intrusion [object and Human]/Tampering [Lens covered]/Cross 
Line/Audio detection/Enter-Leave area) • 4.5~148.5mm optical zoom • 
0,003lux on color mode •  Smart IR • Defog • Micro SD/SDHC/SDXC card 
support • 10/100M Base-TX Ethernet port • 24 privacy zones • 8 ROIs • audio 
1in/1out • alarm 2in/1out • RS485 port • 1024 presets • IP66 aluminium and 
plastic housing • -40°C~65°C operating temperature range • 12Vdc power 
supply or PoE+ • 25W max power consumption • request availability. 

2.860,00

 

SDI2110 SD665HHA725-I/L Starlight 120dB WDR Day & Night 25X 4K Speed dome IP camera with 
auto-adaptive IR led array (up to 200m) • mounting brackets not included • 
Onvif S/G/T • Autotracking • Triple stream • Videoanalysis (AI) (Motion 
D./Intrusion [object and Human]/Tampering [Lens covered]/Cross Line/Audio 
detection/Enter-Leave area/People counting) • 6.0~150mm optical zoom • 
30ips/8MP • 0,003lux on color mode •  Smart IR • Defog • Micro 
SD/SDHC/SDXC card support • 10/100M Base-TX Ethernet port • 24 privacy 
zones • 8 ROIs • audio 1in/1out • alarm 2in/1out • RS485 port • 1024 presets • 
IP66 aluminium and plastic housing • -40°C~70°C operating temperature 
range • 24Vac/Vdc power supply or PoE Ultra • 58W max power consumption • 
request availability. 

4.188,00

 

 Relevant accessories can be found at pages 48 and 49 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 



43

Accessories for GAMS Sfera IP Cameras 
 
 
 

Code Model Description Price €

TA1250 WMB62A Wall mounting bracket for SD6xx speed dome cameras 120,00

 

TA1255 WMC45 Gooseneck support for SD6xx speed dome cameras • compatible with junction 
box JB12, pole mount PM08 and corner mount CM08 • please enquire for 
availability. 
 

264,00

 

TA1260 PM08 Pole mounting bracket for WMB62A bracket and for JB12 junction box • 
80mm minimum pole diameter. 

96,00

 

TA1270 CM08 Corner mounting bracket for WMB62A bracket 120,00

 

TA1280 JB12 Outdoor aluminium junction box for SD6xx cameras, PM08 pole mounting 
bracket or CM08 corner mounting bracket (to be used with WMB62A mounting 
bracket) • hinged opening and internal DIN guides for mounting accessories. 

312,00
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Accessories for GAMS Sfera IP Cameras 
 
 
 

Code Model Description Price €

TA1290 CPM45A Ceiling mounting base for CPM-T20 and CPM-T50 extensions joint for pendant 
fixing of SD series speed domes. 

42,00

 

TA1190 CPM-T20 Extension joint L=20cm for CPMB45 bracket 42,00

 

TA1200 CPM-T50 Extension joint L=50cm for CPMB45 bracket 83,00

 

SDP110 G2404-PSU  220V/24Vca 4A power supply unit in IP65 box for outdoor use • prearranged 
for pole mounting with SP-405 • dimensions (LxHxD) 180x182x90mm. 

282,00

 

SDP130 G1206-PSU  220V/12Vdc 6A power supply unit in IP65 box for outdoor use • prearranged 
for pole mounting with SP-405 • dimensions (LxHxD) 180x182x90mm. 

229,00

 
AP150 DN95104 Ultra PoE (IEEE 802.3at) power supply ● 10/100/1000Mbps Ethernet input 

port ● 10/100/1000Mbps PoE++ Ethernet output port ● automatic detection 
of powered device type ● up to 100 meters ● 55Vdc/60W output ● protections 
for overvoltage and short circuit ● 100~240V power supply. 

222,00
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LPR Cameras 
 
 
 

Codice Modello Descrizione Prezzo €

TLTR460 MS-C2964-RFLPE LPR (License Plate Recognition) 2.0 Megapixel Starlight WDR 120dB 
With integrated OCR for the license plate detection of vehicles and 
motorcycles on 2 carriages (check the compatibility list of the available countries 
supported states in the product data sheet) • Accuracy >98% • Detection of the 
license plate, colour of the plate and of the vehicle ► classification of the plate 
and tipology of the vehicle ► Detection of the driving direction • Detection 
Speed up to 200Km/h • autofocus varifocal Lens 2.7~13.5mm (FoV 
115°/34°H) • White/black lists management • Day & Night • 50ips • Onvif 
S/G/Q/T • Triple Stream • 0,005 lux • Defog • Slot for Micro SD/SDHC/SDXC 
card • led range 25/Day andm 20m/Night • 10/100M Ethernet port • 8 
Privacy Zones • 8 ROI • 1in/1out audio and alarm • IP67 IK10 housing cast 
aluminiun • -40°C~60°C operating temperature •  Junction box  optional • 
Dual Power supply 12Vcc/PoE • max consumption 8W. 

1.784,00

 

TLTR470B TS-C5366-X12PE LPR (License Plate Recognition) 5.0 Megapixel Starlight WDR 120dB With 
integrated Ocr for the license plate detection of vehicles and motorcycles on 4 
carriages (check the compatibility list of the available countries supported states in the 
product data sheet) • Accuracy >95% • integrated radar for the speed 
detection • Detection of the license plate, colour of the plate and of the vehicle ► 
classification of the plate and tipology of the vehicle ► Detection of the driving 
direction and traffic stream • Detection Speed up to 200Km/h • White/black lists 
management • Day & Night • 25ips • Onvif S/G/Q/T • Triple Stream • 
Autofocus varifocal Lens 5.3~64mm (FoV 57°/4°H) • 0,008 lux • Defog • 
Slot for Micro SD/SDHC/SDXC card • led range 70/Day and 35m/Night • 
10/100M Ethernet port • 8 Privacy Zone • 8 ROI • 1in/1out audio and alarm • 
IP67 IK10 housing cast aluminiun • -40°C~60°C operating temperature • 
Junction box  included • Dual Power supply 12Vcc/PoE+ • max consumption 
16W • compliant with the US federal law NDAA (National Defens Authorisation 
Act). 

2.444,00

 

TLTR600B TS-C5366-X12VPE Same features of TS-C5366-X12PE model, but with integrated radar for speed 
detection. 

3.314,00

 

TA1400 A01 Pole mounting bracket for LPR cameras.  82,00

 

TA1410 A03 Corner pole mounting bracket for LPR cameras. 82,00
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Standard Switch 
 
 
 

Codice Modello Descrizione Prezzo €

SW3005 H1064PL Unmanaged switch 4x10/100M PoE+ ports and 2x10/100M RJ45 uplink ports • 
Extend mode can be activated for transmission distance up to 250 
metres (ports 1~4) at 10Mbps • watchdog function • total power on ports 
65W • 52Vdc power supply (external power supply included) • 19" 1U rack kit 
included. 

120,00

 

SW3035 H1108PL Unmanaged switch 8x10/100M PoE+ ports and 2x10/100M RJ45 uplink ports • 
Extend mode can be activated for transmission distance up to 250 
metres (ports 1~8) at 10Mbps • watchdog function • total power on ports 
110W • 52Vdc power supply (external power supply included) • 19" 1U rack kit 
included. 

170,00

 

SW2575 H1016PL Unmanaged switch 16x10/100M PoE+ ports and 2x10/100M/1000 RJ45 
uplink ports • Extend mode can be activated for transmission distance 
up to 250 metres (ports 9~16) at 10Mbps • watchdog function • total 
power on ports 200W • 100~240Vac power supply • 19" 1U rack kit included.

400,00

 

SW3110 H1024PL Unmanaged switch 24x10/100M PoE+ ports and 2x10/100M/1000 RJ45 
uplink ports • Extend mode can be activated for transmission distance 
up to 250 metres (ports 17~24) at 10Mbps • watchdog function • total 
power on ports 250W • 100~240Vac power supply • 19" 1U rack kit included.

540,00

 

SW2900 POE33108PF Unmanaged Full Gigabit switch • 8x10/100/1000M PoE ports and 2xGigabit 
SFP uplink ports • 15,4W for single PoE port • total power on ports 130W • 
100~240Vac power supply • 19" 1U rack kit included. 

326,00

 

SW2910 POE33016PF Unmanaged Full Gigabit switch • 16x10/100/1000M PoE ports and 2xGigabit 
SFP uplink ports • 15,4W for single PoE port • total power on ports 250W • 
100~240Vac power supply • 19" 1U rack kit included. 

724,00

 

SW2920 POE33024PF Unmanaged Full Gigabit switch • 24x10/100/1000M PoE ports and 2xGigabit 
SFP uplink ports • 15,4W for single PoE port • total power on ports 400W • 
100~240Vac power supply • 19" 1U rack kit included. 

774,00

 

SW3200 POE33032PL Compact unmanaged switch • 2x10/100/1000M PoE ports and 
1x10/100/1000M RJ45 uplink port • Extend mode can be activated for 
transmission distance up to 250 metres at 10Mbps • total power on 
ports 65W • dimensions 103x50x29mm • power supply 48~57Vdc (external 
power supply included). 

120,00

 

Extend switches can be set in either Standard or Extend mode; the latter allows data and PoE/PoE+ power to be transmitted for 
each port up to a distance of 250 meters at 10Mbps nominal (do not use more than 6Mbps bandwidth for each port). Extend ports 
cannot communicate with each other. Uplink ports cannot be set in Extend mode. 
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Standard Switch 
 
 
 

Codice Modello Descrizione Prezzo €

SW2565B POE31108PFM Managed switch 8x10/100M PoE+ ports and 2xGigabit Combo SFP/RJ45 uplink 
ports • one console port • total power on ports 130W • 100~240Vac power 
supply • 19" 1U rack kit included. 

540,00

 

SW2565 POE31108PFM-at Managed Switch 8x10/100M PoE+ ports and 2xGigabit Combo SFP/RJ45 
uplink ports • one console port • total power on ports 240W • 100~240Vac 
power supply • 19" 1U rack kit included. 

652,00

 

SW2640B POE31016PFM Managed switch 16x10/100M PoE+ and 2xGigabit Combo SFP/RJ45 uplink 
ports • one console port • total power on ports 250W • 100~240Vac power 
supply • 19" 1U rack kit included. 

776,00

 

SW2640 POE31016PFM-at Managed switch 16x10/100M PoE+ ports and 2xGigabit Combo SFP/RJ45 
uplink ports • one console port • total power on ports 400W • 100~240Vac 
power supply • 19" 1U rack kit included. 

846,00

 

SW2660 POE31024PFM Managed switch 24x10/100M PoE+ ports and 2xGigabit Combo SFP/RJ45 
uplink ports • one console port • total power on ports 400W • 100~240Vac 
power supply • 19" 1U rack kit included. 

920,00

 

SW2940 POE33010PFM Full Gigabit Layer 2+ managed switch • 8-port 10/100/1000M PoE+ and 2 
Gigabit Combo SFP/RJ45 uplink port • total power on ports 130W • 
100~240Vac power supply • 19" 1U rack kit included. 

540,00

 

SW2950 POE33168PFM Full Gigabit Layer 2+ managed switch • 8x10/100/1000M PoE+ ports and 
8xGigabit Combo SFP/RJ45 uplink ports • total power on ports 130W • 
100~240Vac power supply • 19" 1U rack kit included. 

1.452,00

 

SW2955 POE33020PFM Full Gigabit Layer 2+ managed switch • 16x10/100/1000M PoE+ ports and 
4xGigabit Combo SFP/RJ45 uplink ports • one console port • total power on 
ports 250W • 100~240Vac power supply • 19" 1U rack kit included. 

984,00

 

SW2975 POE33028PFM Full Gigabit Layer 2+ managed switch • 24x10/100/1000M PoE+ ports and 
4xGigabit Combo SFP/RJ45 uplink ports • one console port • total power on 
ports 380W • 100~240Vac power supply • 19" 1U rack kit included. 

1.084,00

 

SW2980 POE33052PFM Full Gigabit Layer 2+ managed switch • 48x10/100/1000M PoE+ ports and 
4xGigabit Combo SFP/RJ45 uplink ports • one console port • total power on 
ports 565W • 100~240Vac power supply • 19" 1U rack kit included. 

1.884,00

 

SW2960B POE56028PFM Full Gigabit Layer 3 managed switch • 24x10/100/1000M PoE+ ports and 
4xSFP 10 Gigabit uplink ports • one console port • total power on ports 400W • 
100~240Vac power supply • 19" 1U rack kit included. 

1.840,00

 

SW2970B POE58036PFM Full Gigabit Layer 3 managed switch • 24x10/100/1000M PoE+ ports, 
8xSFP Gigabit ports and 4xSFP 10 Gigabit uplink ports • one console port • 
total power on ports 400W • 100~240Vac power supply • 19" 1U rack kit 
included. 

2.298,00
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Industrial Switch 
 
 
 

Codice Modello Descrizione Prezzo €

SW2760 IPS33042PF Full Gigabit industrial unmanaged switch • 2x10/100/1000M PoE+ ports and 
2xGigabit SFP ports • total power on ports 60W • redundant power supply 
12~24Vdc (PoE not available) or 48~57Vdc (PoE available) • extended 
operating temperature -40°C~80°C • DIN rail mount included • power 
supplies excluded. 

256,00

 

SW2770 IPS31064P Industrial unmanaged switch • 4x10/100M PoE+ ports and 2x10/100M RJ45 
ports • total power on ports 120W • redundant power supply 12~24Vdc (PoE 
not available) or 48~57Vdc (PoE available) • extended operating 
temperature -40°C~80°C • DIN rail mount included • power supplies 
excluded. 

212,00

 

SW2805 IPS31064PFM Gigabit industrial managed Layer 2+ switch • 4x10/100M PoE+ ports and 
2x100/1000M SFP Combo ports • total power on ports 120W • redundant 
power supply 12~24Vdc (PoE not available) or 48~57Vdc (PoE available) • 
extended operating temperature -40°C~75°C • DIN rail mount included • 
power supplies excluded. temperature -40°C~75°C • DIN rail mount included • 
power supplies excluded. 

496,00

 

SW2825 IPS31128PFB Gigabit industrial unmanaged switch • 8x10/100M PoE+ ports, 
2x10/100/1000M RJ45 ports and 2xGigabit SFP ports • total power on ports 
240W • redundant power supply 12~24Vdc (PoE not available) or 48~57Vdc 
(PoE available) • extended operating temperature -40°C~80°C • DIN rail 
mount included • power supplies excluded. 

398,00

 

SW2835 IPS33064PFG Full Gigabit industrial unmanaged switch • 4x10/100/1000M PoE+ ports, 
1x10/100/1000M RJ45 ports, and 1xGigabit SFP ports • total power on ports 
120W • redundant power supply 12~24Vdc (PoE not available) or 48~57Vdc 
(PoE available) • extended operating temperature -40°C~80°C • DIN rail 
mount included • power supplies excluded. 

218,00
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Industrial Switch 
 
 

 

Codice Modello Descrizione Prezzo €

SW2805 IPS31064PFM Gigabit industrial managed Layer 2+ switch • 4x10/100M PoE+ ports and 
2x100/1000 SFP Combo ports • total power on ports 120W • redundant power 
supply 12~24Vdc (PoE not available) or 48~57Vdc (PoE available) • extended 
operating temperature -40°C~75°C • DIN rail mount included • power 
supplies excluded. 

496,00

 

SW2840B IPS33006PFM Full Gigabit industrial managed Layer 2+ switch • 4x10/100/1000M PoE+ 
ports and 2x100/1000 SFP ports • total power on ports 120W • redundant 
power supply 12~24Vdc (PoE not available) or 48~57Vdc (PoE available) • 
extended operating temperature -40°C~80°C • DIN rail mount included • 
power supplies excluded. 

546,00

 

SW2850B IPS33010PFM Full Gigabit industrial managed Layer 2+ switch • 8x10/100/1000M PoE+ 
ports and 2x100/1000 SFP ports • one console port • total power on ports 
120W • redundant power supply 12~24Vdc (PoE not available) or 48~57Vdc 
(PoE available) • extended operating temperature -40°C~80°C • DIN rail 
mount included • power supplies excluded. 

620,00

 

SW2850 IPS33148PFM Full Gigabit industrial managed Layer 2+ switch • 8x10/100/1000M PoE+ 
ports, 2x10/100/1000M RJ45 ports and 4xGigabit SFP ports • one console port • 
total power on ports 240W • redundant power supply 12~24Vdc (PoE not 
available) or 48~57Vdc (PoE available) • extended operating temperature -
40°C~80°C • DIN rail mount included • power supplies excluded. 

1.228,00

 

SW2855 IPS33168PFM Full Gigabit industrial managed Layer 2+ switch • 8x10/100/1000M PoE+ 
ports and 8xGigabit SFP ports • one console port • total power on ports 240W • 
redundant power supply 12~24Vdc (PoE not available) or 48~57Vdc (PoE 
available) • extended operating temperature -40°C~80°C • DIN rail 
mount included • power supplies excluded. 

1.452,00
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SFP Modules 
 
 
 

Codice Modello Descrizione Prezzo €

SWA200 SFP-2MM Gigabit SFP module for 2 multimode f/o • LC connectors • 850nm • 550 meters 82,00

 

SWA205 SFP-2MM13 Gigabit SFP module for 2 multimode f/o • LC connectors • 1310nm • 550 
meters 

104,00

 
SWA210 SFP-2SM Gigabit SFP module for 2 single-mode f/o • LC connectors • 1310nm • 20Km 68,00

 
SWA240 SFP-1SM/TR TX/RX pair of Gigabit SFP modules T+R side for a single-mode f/o • LC connector • 

1310/1550nm • 20Km. 
160,00

 
SWA270 SFP-RJ SFP RJ45 module 170,00
 
SWA500 SFP-2MM/G-ID Industrial Gigabit SFP module for 2 multimode f/o • extended operating 

temperature -40°C~85°C • LC connectors • 850nm • 550 meters. 
94,00

 
SWA510 SFP-2SM/G-ID Industrial Gigabit SFP module for 2 single-mode f/o • extended operating 

temperature -40°C~85°C • LC connectors • 1310nm • 20Km. 
94,00

 
SWA520 SFP-1SM/TG-ID Industrial Gigabit TX SFP module for one single-mode f/o • extended 

operating temperature -40°C~85°C • LC connectors • 1550nm • 20Km • 
(requires SFP-1SM/RG-ID receiver module). 

102,00

 
SWA530 SFP-1SM/RG-ID Industrial Gigabit RX SFP module for one single-mode f/o • extended 

operating temperature -40°C~85°C • LC connectors • 1310nm • 20Km • 
(requires SFP-1SM/TG-ID transmitter module). 

102,00

 
SWA540 SFP-2MM/10G-ID Industrial 10 Gigabit SFP module for 2 multimode f/o • extended operating 

temperature -40°C~85°C • LC connectors • 850nm • 300 meters. 
178,00

 
SWA550 SFP-2SM/10G-ID Industrial 10 Gigabit SFP module for 2 single-mode f/o • extended operating 

temperature -40°C~85°C • LC connectors • 1310nm • 20Km 
380,00

 
SWA560 SFP-1SM/10TG-ID Industrial 10 Gigabit SFP TX module for one single-mode f/o • extended 

operating temperature -40°C~85°C • LC connector • 1270nm • 20Km • 
(requires SFP-1SM/10RG-ID receiver module). 

430,00

 
SWA570 SFP-1SM/10RG-ID Industrial 10 Gigabit SFP RX module for one single-mode f/o • extended 

operating temperature -40°C~85°C • LC connector • 1310nm • 20Km • 
(requires SFP-1SM/10TG-ID transmitter module). 

430,00

 
 

 
 
 
 
 
 

 
 

 
 

 
 
 
 

 
 

 
 

 



51

Power Supply 
 

 
 

Codice Modello Descrizione Prezzo €

AS1250 PS65 Switching power supply 100~240Vac/52Vdc 65W 62,00

 

AS1260 PS110 Switching power supply 100~240Vac/52Vdc 110W 96,00
 

AS1270 PS130 Switching power supply 100~240Vac/52Vdc 130W 122,00
 

AS1280 PS250 Switching power supply 100~240Vac/52Vdc 250W 234,00
 

AS1210 NDR-120-48 DIN-rail mounted switching power supply 100~240Vac/48~55Vdc 120W • 
extended operating temperature -20°C~70°C. 

91,00

 

AS1220 NDR-240-48 DIN-rail mounted switching power supply 100~240Vac/48~55Vdc 240W • 
extended operating temperature -20°C~70°C. 

154,00

 

AS1230 NDR-480-48 DIN-rail mounted switching power supply 100~240Vac/48~55Vdc 480W • 
extended operating temperature -20°C~70°C. 

340,00
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General Terms of Sale 
 
 
 

APPLICATION OF GENERAL CONDITIONS 
These General Conditions of Sale apply in their entirety to any order. If, for any reason, the Seller allows to derogate from any 
clause, the remaining terms and conditions shall remain in full force and effect. Any modifications, amendments, exceptions and/or 
cancellations must be agreed upon exclusively in writing and must be expressly accepted by the Seller. The Seller is entitled to 
make technical and aesthetic changes to the equipment without notice. 

PRICES 
Prices do not include VAT, packaging, freight charges and additional accessories and can be changed without notice due to 
fluctuations in the Euro/USD exchange rate. 

DELIVERY 
Products are delivered FCA (INCOTERMS 2000 ICC, Paris) at the Seller’s premises. Products risks of loss is transferred to the 
Purchaser from the delivery time at the Seller’s premises. 

RESERVATION OF TITLE 
Title in the goods will not pass to the Customer until the Seller has received full payment for the goods. 

TERMS OF PAYMENT 
Payments must be made directly at Seller headquarter or at one of the Banks indicated by the Seller. Any default of the agreed 
payment terms will lead to the application, on the amount due thereof, of the interests calculated pursuant to the Italian Legislative 
Decree no. 231/2002, without any need for formal notice. Nonpayment entitles the Seller to suspend any further delivery and to 
consider the sales contract terminated immediately. 

DELIVERY TERMS 
Delivery times are indicative and subject to the production possibilities of the Seller and manufacturers and other external causes 
that may delay the shipment (strikes, natural disasters, etc.). In no case may direct and/or indirect damages for late delivery be 
charged to the Seller. The Seller may also make partial deliveries. Late delivery shall not entitle the Customer to cancel the 
contract in whole or in part. 

SHIPMENT 
The goods shall travel at the risk and peril of the Customer, even if the shipment is made free of charge. Any complaints regarding 
the goods must be made known in writing within 8 days of receipt of the goods. 

Complaints concerning a single delivery shall not release the Customer from the obligation to collect the remaining quantity of 
goods within the limits of the order. 

WARRANTY 
The Seller guarantees its products for 24 months from delivery against manufacturing defects, with the following exceptions: 

 GAMS products: 48 months (only on products for which GSP service has been activated) 

 The warranty is void if the products are tampered, modified or repaired without the Seller intervention, in the event of 
failures due to natural disasters, negligence and carelessness of the Customer and in the event of improper use not in 
accordance with the intended conditions of use. The Seller will not be liable for any direct or indirect damage caused by 
defects in the sold products. 

The warranty is provided exclusively at the Seller’s domicile.  

All expenses necessary for warranty repair, including the cost of packing, shipping and any other accessory expenses, are at the 
full risk and expense of the Customer. The warranty shall not be recognized if the Customer fails to pay for the supplies. 

SOFTWARE 
The software is the exclusive property of the Seller, is not transferable or modifiable and can be used within the limits of the license 
of use. 

JURISDICTION 
Any controversy, claim or dispute arising between the parties in connection with the interpretation and fulfillment of this sales 
contract will be referred to the exclusive jurisdiction of the Court of Milan. 
 
 

 
 
 

 
 
 
 
 
 
 

 


